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NOTES:

4" (MIN) CONCRETE

4" (MIN) GABC

SHARED-USE PATH & SIDEWALK
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OVERHEAD SIGN OR OTHER
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OR OTHER TRAFFIC

POST-MOUNTED SIGN

SHARED-USE PATH TYPICAL SECTION
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(SEE NOTE 2)

6:1 MAX SLOPE

(SEE NOTE 2)

6:1 MAX SLOPE

5
0
:1
 M

A
X
 S

L
O

P
E

SEE NOTE 3

JOINT (TYP)

SHARED-USE PATH PLAN

(SEE NOTE 2)
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SEE NOTE 3
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SIDEWALK TYPICAL SECTION

SIDEWALK PLAN

SLOPE  (TYP.)

EXISTING OR PROPOSED
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6:1
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SEE NOTE 6

6).   NOT TO EXCEED 5% OR ADJACENT ROAD GRADE.

        LOCATED IN THE SIDEWALK, MAINTAIN A MINIMUM WIDTH OF 34" AND MAXIMUM LENGTH CONSTRICTION OF 24".

5).   ON REHABILITATION PROJECTS, WHEN EXISTING OBSTRUCTIONS (FIRE HYDRANT, UTILITY POLE, ETC...) ARE

4).   PLACE EXPANSION MATERIAL PLACEMENT IN ACCORDANCE WITH SECTION 701.3.

        FOR CONCRETE SHARED-USE PATHS, PLACE CONSTRUCTION JOINTS EVERY 10'.

3).   FOR SIDEWALKS, PLACE CONSTRUCTION JOINTS EVERY 5' IN ACCORDANCE WITH SECTION 705.3.

        OR SIDEWALK. 

2).   A 6:1 GRADE IS REQUIRED FOR A MINIMUM OF 2'-0" IMMEDIATELY ADJACENT TO THE SHARED USE PATH

        PEDESTRIAN CONNECTION AT THE WIDTH OF THE PATH OR SIDEWALK (SEE C-2).

1).   IF THE SHARED-USE PATH OR SIDEWALK ENDS AT A TRAVELWAY OR RAILROAD CROSSING, INSTALL A 

SEE NOTE 6

TO REFER TO THE DE MUTCD

THE DETAIL AND SIGN PLACEMENT 

PROTRUDING SIGNS TO FOLLOW
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REQUIREMENTS IN THE PAS.

OR  LESS IS PRESENT PER THE 

PATH WHEN A PROTRUSION EQUAL TO 4" 
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